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AMENDMENTS TQ THE CLAIMS 

1 . (Currently Amended) An interoperability sysrem connected to an enterprise 
communication nervvork and a public communication network for providing call pick up service to 
a user's wireless station set which is located in the coverage area of a one of said enterprise 
communication network and said public communication network, and which is a member of a call 
pick up group comprising said user's wireless station sec and a plurality of additional station sets, 
comprising: 

presence server means for storing user location data representative a service location of 
a user wireless station set; 

query means tor exchanging said user location data with said enterprise communication 
network and said public communication network; 

call pickup, group definition means for storing data that defines me mbers of a call pick 
i^p group comprising said use^a wireless station set and a plu rality of additional station sets CO allow 
all members of said call pick up flroup to answer each oth ers Telephones: [[and]] 

call pickup notification means, responsive to said user location data and the presence of 
a call directed to any member of said call pick up group comprising said user wireless station set and 
a plurality of additional station sets, for transmitting an alert signal to all [[of]] members of said call 
pick up group comprising said user's wireless station set and said plurality of additional station sets; 
and 

call pickup means, responsive to any member of said call pick up g roup activating a call 
pick up serv ice, for redirecting Said call to said anv member of said call pick up gtOliP, 

2. (Previously presented) The interoperability system of claim 1 wherein said call is 
directed to said enterprise communication network and said user wireless station set is served by 
said public communication network, said call pickup means comprises: 

enterprise communication network means for trans mining said alert signal co said 
plurality of additional station sets served by said enterprise communication network. 
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3. (Previously presented) The interoperability system of claim 1 wherein said call is 
directed to said enterprise communication network and said user wireless station set is served by 
said public communication network, said call pickup means comprises: 

public communication network means for transmitting said alert signal to said plurality 
of additional station sets served by said public communication network. 

4. (Previously presented) The interoperability system of claim 1 wherein said call 
pickup means comprises: 

call forwarding means for transmitting an alert signal to said user wireless station set at 
said service location of said user wireless station set. 

5. (Previously presented) The interoperability system of claim 1 wherein said call 
pickup means comprises: 

answer means, responsive to one of said plurality of additional station sets dialing a call 
pick up code or click Pickup icon on IP phone, for redirecting said call to said one of said plurality 
of additional station sets. 

6- (Original) The interoperability system of claim 1 wherein said enterprise 
communication network and said public communication network each comprise at least one cell 
site, said presence server means comprises: 

location data update means, responsive to user location data received from a one of said 
enterprise communication network and said public communication network, for recording present 
location data identifying a one of said at least one cell site which presently serves said user wireless 
station set. 

7. (Original) The interoperability system of claim 6 wherein said presence server 
means further comprises: 

status means for identifying a present operational status of said user wireless station set. 

8. (Currently Amended) A method of providing call pick up service interoperability in 
both an enterprise communication network and a public communication network to a user's 
wireless station set which is located in the coverage area of a one of said enterprise communication 
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network and said public communication network, and which is a member of a call pick up group 
comprising said user's wireless station set and a pluraliry of additional station [[set]] sets, comprising: 

storing user location data representative a service location of a user wireless station sex; 

exchanging said user location data with said enterprise communication network and said 
public communication network; 

storing data mar defines members of a call pick up group comprising said user's wire^s 
station set gnH a plurality of addition al station sets to allow all members of said call pick Up group to 
answer each others telephones; [[and]) 

transmitting, in response to said user location data and the presence of a call directed to 
any member of said call pick up group comprising said user wireless station set and a plurality of 
additional station sees, an alen signal to all [[of]] members of said call pick up group comprising said 
user's wireless station set and said plurality of additional station setsyand 

redirectjpg, in response to an y member of said call pick up group activating a call Pick 
up servicer said call to said any member of said call pick up g rou p . 

9. (Previously presented) The method of providing call pick up service of claim 8 
wherein said call is directed to said enterprise communication network and said user wireless station 
ser is served by said public communication network, said step of transmitting comprises: 

transrnitting said alert signal to said plurality of additional station sets served by said 
enterprise communication ncrwork. 

10. (Previously presented) The method of providing call pick up service of claim 8 
wherein said call is directed to said enterprise communication network and said user wireless station 
set is served by said public communication network, said step of transrnitting comprises: 

transmitting said alert signal to said plurality of additional station sets served by said 
public communication network. 

1 1 . (Previously presented) The method of providing call pick up service of claim 8 
wherein said step of transmitting comprises; 

transmitting an alert signal to said user wireless station set at said service location of said 
user wireless station set. 
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12. (Previously presented) The method of providing call pick up service of claim 8 
wherein said step of transmitting comprises: 

answer means, responsive to one of said additional station sets dialing a call pick up 
code or click Pickup icon on IP phone, said call to said one of said plurality of additional station 
sets- 

13. (Original) The method of providing call pick up service of claim 8 wherein said 
enterprise communication network and said public communication network each comprise at least 
one cell site, said step of storing comprises: 

redirecting, in response to user location data received from a one of said enterprise 
communication network and said public communication network* for recording present location 
data identifying a one of said at least one cell site which presendy serves said user wireless station 
set. 

14. (Original) The method of providing call pick up service of claim 13 wherein 
said step of storing further comprises: 

identifying a present operational status of said user wireless station set. 
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